
IM2600 Series Fugitive Finder® 

How Can the IM2600    

Series Help You? 

 TSA Quality       

Technology Listed 

 FIPS-201 Certified 

 Quickly                   

Authenticates TWIC         

and PIV, CAC, FIXs, 

all US States &     

Canadian Province   

issued Drivers         

Licenses / ID Cards 

 Meets TWIC  

Recordkeeping      

Requirements 

 Interfaces with      

Access Control,    

Visitor Center and 

On-Site Database   

Management      

System  

web site: www.icmobil.com   email: sales@icmobil.com  toll free: 1-888-9-ICMOBIL 

Product Introduction 

The IM2600 Series Port Protector provides Port Facilities,        

Terminals, Vessels and Outer Continental Shelf Facilities a robust 

and proven mobile platform that will meet the TSA’s TWIC Read-

er and Record Keeping Requirements for all Risk Groups in all 

MARSEC Levels as defined by the current TWIC Reader Notice of 

Proposed Rule Making. 

In addition, the IM2600 comes with our patented ID Check® 

Software that instantly reads and verifies the data encoded in all 

US and Canadian Driver License and Government Issued ID 

cards.  This system provides an additional layer of security by  

accessing over 100+ watch and/or terrorist lists as well as locally 

generated    entry authorization lists. The handheld device also 

identifies fake/lost or stolen IDs. 



Product Specifications Fugitive Finder ® 

Card Type Primary Scan Code Alternate Scan Code 

TWIC Card Contactless Contact Chip 

PIV Card Contact Chip Contactless 

State Drivers License / ID 2D Barcode Magnetic Stripe / 1D Barcode 

FIXs Card 2D Barcode 1D Barcode 

CAC Card 2D Barcode 1D Barcode 

Dependent DD Form 1173 2D Barcode 1D Barcode 

Retired DD Form 2 2D Barcode 1D Barcode 

Fingerprint Sensor  FIPS 201 certified, 500+ DPI 

Contactless Smart Card Reader 
 Complies with ISO 14443 parts 1-4, MIFARE/DesFire, GSC-IS, 

and NIST 800-7.  Capable of communicating with the card at 106 
kb/s, 212 kb/s, or 424 kb/s. 

Contact Smart Card Reader  Complies with ISO 7816 parts 1-3 and GSC-IS 

Product Specifications 

 3.5” QVGA Color Screen 

 Windows Operating System 

 Ethernet 10BaseT / 802.11 a/g/b 

 3+ mega pixel auto-focus camera 

 8-12 hours operation time 

 Lithium Ion Rechargeable, Hot Swappable Battery 

Environmental Requirements 

 Meets MIL-STD 810F/G for Temperature, Vibration, Transit 
Drop Test and Humidity for Outdoor and Indoor use, FCC       
certified 

 Operates –4o F to 122o F, storage –40o F to 158o F 

Magnetic Stripe Smart Chip 
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